
IP 
66

IK 
09

1 x LED

66.7 W

12000 lm

180 lm/W

4000 K

70

Nominal lamp power

Lamp flux

Luminous efficacy

CCT

CRI

66%

7915 lm

66.7 W

LOR

Total flux

Total power

Mounting mode 

Pole top mounted

Shape and measurements 

Height: 4.45 in

Diameter: 19.29 in

Adjustability 

Tiltable

Design 

Material impression: Matt

Electric 

System power: 66.7 W

Ballast: ECG

Appliance Class: I

Protection 

IP: 66

IK: 09

Designation labels: CE, ENEC

Other operating numbers 

Ambient temperature range: -40...131°F

Product data sheet
TEKO F(LEX) L19 12K0 740 B544
TEKO F(LEX) L19 12K0 740 B544
ELEKTRO LUMEN

Compact line of LED luminaries offering a wide range of fixture options. The advantage of the TEKO line luminaries is a possibility to integrate

selected additional elements including the Night Tune system. 

Light output 1 

Created by luminaires.dialux.com
(16 Oct, 2026)

Technical and design specifications subject to change without notice. Page 1 of 1

https://luminaires.dialux.com

	Product data sheet
	TEKO F(LEX) L19 12K0 740 B544
	TEKO F(LEX) L19 12K0 740 B544
	ELEKTRO LUMEN
	IP  66
	IK  09



