
IP IP 
4747

LED

60.5 W

5939 lm

98 lm/W

Lamp type

Nominal lamp power

Total flux

Luminous efficacy

3000 K

90

100%

55%

60.5 W

CCT

CRI

LOR

ULOR

Total power

Mounting mode Mounting mode 

Ceiling mounted, Pendant

Shape and measurements Shape and measurements 

Height: 0.39 in

Diameter: 25.05 in

Adjustability Adjustability 

Fixed

Electric Electric 

System power: 60.5 W

Protection Protection 

IP: 47

Product data sheet
SHAPER SENSE DRUM RIBSY
SHSE-DRUM-3-L30-90-UNV-STD
COOPER LIGHTING

Partnership with industry leading acoustic materials company FilzFelt., 3 hand crafted 3D textures and 60+ 100% Wool Design Felt edge

borders, NRC Values of: 0.9 SAA values of 0.96, 3000K, 3500K, 4000K @ 80 CRI and 90 CRI, Lumen range between 3000 to 8200+ lumens and

3 Light Levels, Edge-lit LED technology appearing as a transparent window when off, 3-6mm Acoustic Felt + 25mm of recycled substrate, 38-

41mm (1.5"-1.6"), Acoustic materials can be cleaned with disinfectants and steam, Assembly of products is curved flat pack design, WaveLinx

and Trellix controls systems and platofrms compatible 

Light output 1 (integrated) Light output 1 (integrated) 
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