Product data sheet

LOG 50 SPOT PDI 3X3 FEET 24° REFLEKTOR 102W 2700K WEISS + WEISS - DALI
716-020727424355D

20

LOG 50 SPOT PDI HANGELEUCHTE aus ALUMINIUM, wei3, dhnlich RAL 9016, Dekor weis hocheffizienter, vakuumbedampfter Reflektor aus
Kunststoff Ausstrahlwinkel 24°, Lichtaustritt direkt/- indirekt, MIT BETRIEBSGERAT, max. 460/550mA, Dimmbarkeit DALI,
Durchgangsverdrahtung 3x1,5mm?2 + 2x0,75mm?, Kabel TRANSPARENT, Adapter/Baldachin weil, Pendelldnge 1600mm, IP20

Light output 1 (integrated)

Lamp type LED CCT 2700 K
Nominal lamp power 102 W CRI 90
Total flux 10230 Im LOR 100%
Luminous efficacy 100 Im/W Total power 102 W
.lI Il.
Mounting mode Electric
Pendant System power: 102 W

Shape and measurements Appliance Class: |

Length: 99.57 in Protection
Width: 2.05 in IP: 20
Height: 2.60 in

Adjustability
Height adjustable
Design

Color of housing: White

Created by luminaires.dialux.com Technical and design specifications subject to change without notice. Page 1 of 1
(22 Oct, 2026)


https://luminaires.dialux.com

	Product data sheet
	LOG 50 SPOT PDI 3X3 FEET 24° REFLEKTOR 102W 2700K WEISS + WEISS - DALI
	716-020727424355D
	MOLTO LUCE
	IP  20



