Product data sheet

DEFINE LED ACOUSTIC LUMINAIRE
SA2XXDIP-C675D530U935-4F0-1E-UDD-F

COOPER LIGHTING

47

m Ligniing Fakniane

Available in two widths: 2" and 4", 4 ft incremental lengths, Flush and regressed housing options, Satin, drop, and assymetric direct lensing,

Satin and batwing indirect lensing, Direct and direct/indirect distributions, Unlit baffle option available, Mulitple, custom lumen packages,

Customizable acoustic panels and end caps, Integrated sensors - WaveLinx and Enlighted

Light output 1 (integrated)

Lamp type LED CCT 3500 K
Nominal lamp power 403 W CRI 90
Total flux 4147 Im LOR 100%
Luminous efficacy 103 Im/W ULOR 44%
Total power 403 W

Mounting mode Electric

Pendant System power: 40.3 W

Shape and measurements Protection

Length: 48.00 in IP: 47

Width: 2.00 in

Height: 0.39in

Adjustability

Fixed

Created by luminaires.dialux.com Technical and design specifications subject to change without notice. Page 1 of 1

(27 Oct, 2026)


https://luminaires.dialux.com

	Product data sheet
	DEFINE LED ACOUSTIC LUMINAIRE
	SA2XXDIP-C675D530U935-4F0-1E-UDD-F
	COOPER LIGHTING
	IP  47



