
IP 
47

1 x LED

150 W

16000 lm

107 lm/W

3000 K

100

Nominal lamp power

Lamp flux

Luminous efficacy

CCT

CRI

73%

11630 lm

150 W

LOR

Total flux

Total power

Mounting mode 

Ceiling mounted

Shape and measurements 

Length: 12.00 in

Width: 24.00 in

Height: 0.39 in

Adjustability 

Fixed

Electric 

System power: 150 W

Protection 

IP: 47

Product data sheet
OVF FLAT GLASS
OVF15SXX3D
COOPER LIGHTING

Die-cast aluminum housing with stainless steel bail latch, Adjustable mogul-base porcelain socket, Available in Type II and Type III optical

distributions, Integral hinges and optional ballast tray for ease of maintenance, Adjustable mogul- or medium-base socket, Tempered flat glass

lens, Hydroformed anodized aluminum reflector, Optional swing-down ballast module, Optional NEMA twistlock photocontrol receptacle 

Light output 1 

Created by luminaires.dialux.com
(23 Oct, 2026)

Technical and design specifications subject to change without notice. Page 1 of 1

https://luminaires.dialux.com

	Product data sheet
	OVF FLAT GLASS
	OVF15SXX3D
	COOPER LIGHTING
	IP  47



