
IP IP 
2020

IK IK 
0505

1 x LED1 x LED

15 W

1500 lm

100 lm/W

4000 K

90

Nominal lamp power

Lamp flux

Luminous efficacy

CCT

CRI

100%

1500 lm

15 W

LOR

Total flux

Total power

Mounting mode Mounting mode 

Ceiling mounted, Contact rail

Shape and measurements Shape and measurements 

Height: 6.77 in

Diameter: 3.35 in

Adjustability Adjustability 

Rotatable

Design Design 

Material impression: Plastic

Color of housing: Black

Electric Electric 

System power: 15 W

Appliance Class: II

Protection Protection 

IP: 20

IK: 05

Designation labels: CE

Other operating numbers Other operating numbers 

Ambient temperature range: -4...95°F

Product data sheet
TRACKLIGHT FLOW 15W NEGRO 15º 4000K RA90 C2
7100045122+7100045158
CELER

Proyector de carril CELER modelo TRACKLIGHT FLOW C2 de 15 W de potencia, alimentación 220/240 VAC, no regulable, clase II, flujo útil

1500 lm, temperatura de color 4.000K, IRC >90, haz de apertura 15º, dimensiones ø85x172 mm, IP20, IK06, vida útil 50.000h, temperatura de

funcionamiento de -20 a +35ºC, color negro, reflector óptica 15º. 

Light output 1 Light output 1 
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