
IP IP 
2020

IK IK 
0202

2 x Fluorescent lamp tubular T82 x Fluorescent lamp tubular T8

58 W

5000 lm

58 lm/W

4000 K

80

Nominal lamp power

Lamp flux

Luminous efficacy

CCT

CRI

G13

79%

7872 lm

136 W

Socket

LOR

Total flux

Total power

Mounting mode Mounting mode 

Pendant

Shape and measurements Shape and measurements 

Length: 60.63 in

Width: 8.90 in

Height: 6.22 in

Adjustability Adjustability 

Fixed

Electric Electric 

System power: 136 W

Appliance Class: I

Protection Protection 

IP: 20

IK: 02

Product data sheet
LSP02-2X58-001
ASTZ

ЛСП02-2х58-001 ТУ 16-676.076-84 Предназначены для общего освещения производственных и иных помещений с нормальными

условиями. 220 В, 50 Гц, ЛЛ 58Вт T8 G13, ЭмПРА (cosφ: 0,85), IP20, УХЛ4 Класс защиты от поражения электрическим током: I

LxBxH=1540x226x158 мм. Масса: 7 кг Корпус изготовлен из стали, окрашен белой порошковой краской. Отражатель диффузный

изготовлен из стали, окрашен белой порошковой краской, крепится к корпусу двумя поворотными подпружиненными замками из

ударопрочного полистирола. Установка: на монтажную поверхность (базовое исполнение) или на подвесы (крюк, стержень, трос). 

Light output 1 Light output 1 
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