Product data sheet

QUADRO.QUIET SUSP. ANTHRACITE/WHITE M DI/ID VDT
Te5H17X-QAWSC2830L1D

LED LO 3000K 47W 4298Im CRI90 https://katalog.planlicht.com/en-gb/fam-quadro/

Light output 1 (integrated)

Lamp type LED CCT 3000 K
Nominal lamp power 11.75W CRI 90
Total flux 1074 Im LOR 100%
(Y Luminous efficacy 91 Im/W ULOR 34%
a s Total power 11.75W
L rd
Light output 2 (integrated)
Lamp type LED CCT 3000 K
Nominal lamp power 11.756 W CRI 90
Total flux 1074 1m LOR 100%
(00 Luminous efficacy 91 Im/W ULOR 34%
a Total power 11.75W
\ J
Light output 3 (integrated)
Lamp type LED CCT 3000 K
Nominal lamp power 11.75W CRI 90
Total flux 1074 Im LOR 100%
{00y Luminous efficacy 91 Im/W ULOR 34%
a Total power 11.75W
\ J
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Light output 4 (integrated)

Lamp type LED CCT 3000 K
Nominal lamp power 11.75W CRI 90
Total flux 1074 Im LOR 100%
i Luminous efficacy 91 Im/W ULOR 34%
,-\7< Total power 1175 W
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Mounting mode Electric
Pendant System power: 47 W
Shape and measurements Protection
Length: 26.42 in IP: 20
Width: 70.24 in
Height: 2.60 in
Adjustability
Fixed
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