
IP IP 
2020

1 x LED1 x LED

10 W

1420 lm

142 lm/W

3000 K

90

Nominal lamp power

Lamp flux

Luminous efficacy

CCT

CRI

66%

934 lm

10 W

LOR

Total flux

Total power

Mounting mode Mounting mode 

Ceiling recessed, Wall recessed

Shape and measurements Shape and measurements 

Length: 5.94 in

Width: 5.94 in

Height: 4.80 in

Adjustability Adjustability 

Fixed

Electric Electric 

System power: 10 W

Protection Protection 

IP: 20

Product data sheet
LEX ECO ASYMM 1 CRI 90 3000K Z
A0710101Z
ARKOSLIGHT

Lex Eco is a ceiling recessed downlight with COB LED and without diffuser, which makes it a very distinct luminaire. As the location of its LED

is set back, Lex Eco achieves great visual comfort. Its matte finish shade fosters this aspect and offers elegant aesthetics. 

Light output 1 Light output 1 

Created by luminaires.dialux.com
(18 May, 2025)

Technical and design specifications subject to change without notice. Page 1 of 1

https://luminaires.dialux.com

	Product data sheet
	LEX ECO ASYMM 1 CRI 90 3000K Z
	A0710101Z
	ARKOSLIGHT
	IP  20



