
IP IP 
4444

1 x LED1 x LED

5.4 W

440 lm

81 lm/W

3000 K

90

Nominal lamp power

Lamp flux

Luminous efficacy

CCT

CRI

100%

440 lm

5.4 W

LOR

Total flux

Total power

Mounting mode Mounting mode 

Ceiling recessed

Shape and measurements Shape and measurements 

Height: 0.12 in

Diameter: 3.74 in

Adjustability Adjustability 

Fixed

Electric Electric 

System power: 5.4 W

Protection Protection 

IP: 44

Product data sheet
SABINA LP 230V DÆMPBAR FLIMMERFRI 5,4W 3000K RA90 440LM IP44 MAT HVID RUND
7842255294
LEMVIGH-MÜLLER

Sabina LP er en innovativ, elegant flimmerfri LED downlight med et højt lysudbytte og høj farvegengivelse, som er godkendt til direkte

indbygning i isolering og brændbart materiale. Minimal blænding grundet den tilbagetrukne LED-chip og avancerede optik. Indbygningshøjden

på kun 33 mm gør det muligt, at montere Sabina LP de fleste steder. LED-driveren kan nemt adskilles fra armaturet, hvilket kan være en fordel i

forbindelse med malerarbejde. Det er muligt at montere med kabel eller 16 mm flexrør. 

Light output 1 Light output 1 
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