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pendant mounted direct LED luminaire;

Light output 1 (integrated)

Lamp type LED CCT 3000 K
VN Nominal lamp power 2.87W CRI 90
Total flux 283 1m LOR 100%
Luminous efficacy 98 Im/W ULOR 1%
Total power 2.87TW
M, g
Light output 2 (integrated)
Lamp type LED CCT 3000 K
Ve Nominal lamp power 287TW CRI 90
Total flux 283 1m LOR 100%
Luminous efficacy 98 Im/W ULOR 1%
Total power 2.87TW
N i
Light output 3 (integrated)
Lamp type LED CCT 3000 K
P Nominal lamp power 2.87W CRI 90
Total flux 283 Im LOR 100%
Luminous efficacy 98 Im/W ULOR 1%
Total power 2.87TW
I . ) 2
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Light output 4 (integrated)

Lamp type LED CCT 3000 K
P Nominal lamp power 2.87TW CRI 90
Total flux 283 Im LOR 100%
Luminous efficacy 98 Im/W ULOR 1%
Total power 287 W
N i
Light output 5 (integrated)
Lamp type LED CCT 3000 K
Ve Nominal lamp power 2.87TW CRiI 90
Total flux 283 Im LOR 100%
Luminous efficacy 98 Im/W ULOR 71%
Total power 2.87TW
N i
Light output 6 (integrated)
Lamp type LED CCT 3000 K
P Nominal lamp power 2.87TW CRI 90
Total flux 283 Im LOR 100%
Luminous efficacy 98 Im/W ULOR 1%
Total power 2.87TW
N i
Light output 7 (integrated)
Lamp type LED CCT 3000 K
VN Nominal lamp power 2.87W CRI 90
Total flux 283 Im LOR 100%
Luminous efficacy 98 Im/W ULOR 71%
Total power 2.87TW
N i
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Light output 8 (integrated)

Lamp type LED CCT 3000 K
V' Nominal lamp power 2.87TW CRI 90
/ ' Total flux 283 Im LOR 100%
Luminous efficacy 98 Im/W ULOR 1%
Total power 287 W
N i
Mounting mode Electric
Pendant System power: 22.99 W
Shape and measurements Protection
Length: 25.75in IP: 20
Width: 25.75in Designation labels: CE
Height: 3.15in
Adjustability
Fixed
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