
IP 
66

IK 
08

1 x LED

25.4 W

3600 lm

142 lm/W

1750 K

50

Nominal lamp power

Lamp flux

Luminous efficacy

CCT

CRI

66%

2377 lm

25.4 W

LOR

Total flux

Total power

Mounting mode 

Pole top mounted

Shape and measurements 

Length: 9.76 in

Width: 27.40 in

Height: 7.52 in

Adjustability 

Fixed

Design 

Material impression: Matt

Electric 

System power: 25.4 W

Ballast: ECG

Appliance Class: I

Protection 

IP: 66

IK: 08

Designation labels: CE, ENEC

Other operating numbers 

Ambient temperature range: -31...113°F

Product data sheet
HASSTA 2 L21 4K0 AMB L594 C BLUEFREE
HASSTA 2 L21 4K0 AMB L594 C BLUEFREE
ELEKTRO LUMEN

Designer array LED luminary. Apart from its sleek design and high performance, it uses two lighting panels allowing for

independentchromaticity settings. 

Light output 1 

Created by luminaires.dialux.com
(20 Oct, 2026)

Technical and design specifications subject to change without notice. Page 1 of 1

https://luminaires.dialux.com

	Product data sheet
	HASSTA 2 L21 4K0 AMB L594 C BLUEFREE
	HASSTA 2 L21 4K0 AMB L594 C BLUEFREE
	ELEKTRO LUMEN
	IP  66
	IK  08



