Product data sheet

MOVA M HIGH EFFICIENCY TRACK TRACK SPOTLIGHT WITH 3 PH ADAPTER
695-11062234966P01

MOVA M HIGH EFFICIENCY TRACK TRACK SPOTLIGHT WITH 3 PH ADAPTER made of aluminium, black, similar to RAL 9005, decor
black,high efficiency reflector without safety glass beam 24°, light output direct, swiveling 350, tilting 90, with converter, max. 500mA,

dimmability: Pulse-DALI, adapter/ceiling base black, IP20

Light output 1 (integrated)

Lamp type LED CCT 3000 K
Py Nominal lamp power 20W CRI 90
-4 Total flux 2390 Im LOR 100%
| 1
P Luminous efficacy 120 Im/W Total power 20 W
| 1
| |
Mounting mode Electric
Ceiling mounted, Contact rail System power: 20 W
Shape and measurements Protection
Length:9.96in IP: 20
Width: 1.26in
Height: 4.75in
Adjustability
Rotatable, Tiltable
Design
Color of housing: Black
Created by luminaires.dialux.com Technical and design specifications subject to change without notice. Page 1 of 1

(21 Oct, 2026)


https://luminaires.dialux.com

	Product data sheet
	MOVA M HIGH EFFICIENCY TRACK TRACK SPOTLIGHT WITH 3 PH ADAPTER
	695-11062234966P01
	MOLTO LUCE
	IP  20



