Product data sheet

SINGLE-BATTERY EMERGENCY LIGHTING COBURG LED M1500, 6300LM 35W 840/4000K, PMMA TRANSOPAL®, MEDIUM,
8356933424-F-MC5
NORKA

(] (5] C€

NORKA

Einzelbatterie-Notleuchte mit LED-Bestiickung. Einsetzbar in industriellen Anwendungen. Zuldssige Umgebungstemperatur bei
Dauerschaltung =5 °C bis +30 °C, bei Bereitschaftsschaltung 0 °C bis +35 °C. Witterungs- und UV-bestandiges Leuchtengehause aus
glasfaserverstarktem Kunststoff, ahnlich RAL 9010. Einsetzbar im Innen- und AulRenbereich gemal Schutzart IP 65. Lampen- und Gerateraum
thermisch getrennt. Kurzes Dichtungssystem bestehend aus alterungsbesténdigem, formstabilem Silikon-/ Synthese-Kautschuk.
Schutzrohrreflektor mit Verschlusssystem fir einfachen LED-Wechsel (easy eXchange LED), schwenkbar, aus PMMA Transopal® (schlagzah)
oder PC Tropal® (bruchsicher) mit innenliegendem Aluminiumreflektor (MIRO-SILVER®). Arretierung des Schutzrohrreflektors in 10°-Schritten
md&glich. Leuchte montage- und anschlussfertig. Netzbetrieb tiber LED-Betriebsgerat 230 V AC. Ein Anschlussdeckel, zwei stirnseitige
Kabelmembrane M20. Notbetrieb ber elektronischen Notlichteinsatz einschliellich Ladung, Kontrollanzeige, Netziiberwachung und
Tiefentladeschutz. Notlichtdauer 1 h oder 3 h, mit Selbsttesteinrichtung. 2 kV Transientenfilter. Einzelmontage. Deckenbefestigung durch zwei
Befestigungsklammern aus Edelstahl, variabler Befestigungsabstand. Weight: 3,7 kg; Fire resistance D: YES; Version: m1500; Lamp service life:
L80 B10 > 60,000 h at +30°C; Extreme-temperature: -5°C to +30°C; Housing material: Plastic; Colour housing: White; Material / Cover: PMMA
Transopal® (impact strengthened); Light distribution: medium beam; ENEC / VDE: NO / NO; max. System power: 35 W; Colour temperature:
840/4000 K, Ra > 80; Protection class: Il; IP-rating: IP65; Type of gear: LED operating device current-controlled, No dim function, 230 V - 240 V
AC, 50/ 60 Hz; Through-wiring: without; Usage: Emergency lighting; Impact strength: IK04;

Light output 1
1xLED
L Nominal lamp power 35W LOR 96%
/ \ Lamp flux 6300 Im Total flux 6023 Im
Luminous efficacy 180 Im/W Total power 3B5W
CCT 4000 K
\ y CRI 84
Yo |
Mounting mode Electric

Ceiling mounted, Ceiling recessed

System power: 356 W

Shape and measurements Protection

Length: 61.06in IP: 65

Width: 4.27 in IK: 04

Height: 5,57 in Designation labels: CE

Adjustability
Tiltable
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Other operating numbers

Ambient temperature range: 23...86°F
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Design

Material impression: Plastic

Color of housing: White
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