
IP 
66

IK 
09

1 x LED

38.4 W

5400 lm

141 lm/W

2700 K

70

Nominal lamp power

Lamp flux

Luminous efficacy

CCT

CRI

91%

4940 lm

38.4 W

LOR

Total flux

Total power

Mounting mode 

Pole top mounted

Shape and measurements 

Length: 21.10 in

Width: 10.24 in

Height: 3.94 in

Adjustability 

Fixed

Design 

Material impression: Matt

Electric 

System power: 38.4 W

Ballast: ECG

Appliance Class: I

Protection 

IP: 66

IK: 09

Designation labels: CE

Other operating numbers 

Ambient temperature range: -40...131°F

Product data sheet
LUPA P M12 6K0 727 B104 C
LUPA P M12 6K0 727 B104 C
ELEKTRO LUMEN

The LUPA luminaire impresses with its modern and attractive design, providing the perfect lighting for urban neighbourhoods and residential

areas. Its versatility makes it the ideal luminaire for public spaces and roads. 

Light output 1 

Created by luminaires.dialux.com
(25 Oct, 2026)

Technical and design specifications subject to change without notice. Page 1 of 1

https://luminaires.dialux.com

	Product data sheet
	LUPA P M12 6K0 727 B104 C
	LUPA P M12 6K0 727 B104 C
	ELEKTRO LUMEN
	IP  66
	IK  09



