
IP IP 
2020

LED

33 W

1966 lm

60 lm/W

Lamp type

Nominal lamp power

Total flux

Luminous efficacy

3000 K

80

100%

21%

33 W

CCT

CRI

LOR

ULOR

Total power

Mounting mode Mounting mode 

Wall mounted

Shape and measurements Shape and measurements 

Length: 3.79 in

Width: 3.81 in

Height: 49.28 in

Adjustability Adjustability 

Fixed

Electric Electric 

System power: 33 W

Controller: DALI

Suitable for feed-through wiring

Appliance Class: I

Protection Protection 

IP: 20

Designation labels: CE

Product data sheet
GRID WALL SQUARE HOLES (GOLD)
8145177
ZERO

The Grid series is decorated with industry standard sheet metal with different hole formations. Three patterns, two different perforations in the

standard colours clear lacquered metal and transparent gold." Finish: Perforated metal with square holes or expanded metal. Yellow, orange,

clear painted metal or transparent gold varnish. Grid has a raw finish and one can see weldings through the transparent varnish. Diffuser in

opal acrylic. LED info: System power: see above. Luminaire Luminous Flux: see above. CCT 3000K. SDCM 3. Installation: On wall. Connection:

Terminal block 3x4mm2. Design: Front 2012. 

Light output 1 (integrated) Light output 1 (integrated) 
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